Barcode

PRODUCT SPECIFICATION

Part no. CBM920I1124RFDC

Citizen CBM-92011 Wired Dot matrix

Citizen CBM-920Il Wired Dot matrix POS printer

OVERVIEW

Serial dot impact, 150 mm/s, RS232, 0.47 kg

TECHNICAL SPECIFICATIONS

Printing

Colour

Character sets

No

852, 857, 863, 866, Katakana,

WPC1252
Type POS printer
Print technology Dot matrix
Print speed 150 mm/sec
Character size 1.08 x 2 mm
Paper handling
Supported paper width 57.5 mm
Printing media thickness 130 um
Maximum roll diameter 6.9 cm
Maximum printing width  5.75 cm
Ports & interfaces
Connectivity technology  Wired
Serial ports quantity 1
Network
Ethernet LAN No
Wi-Fi No

0113 487 7434

website@barcodegenie.co.uk

PRINT TECHNOLOGY
Dot matrix

PRINT SPEED
150 mm/sec

MAX PRINT WIDTH
5.75 cm

CONNECTIVITY
Wired

Technical details

Ribbon life 1.5 million characters
Product colour White
Buffer size 2 KB
Power

Power source type DC
Operational conditions

Storage temperature (T-T) -20 - 60 °C
Storage relative humidity 10 - 90%
(H-H)

Operating temperature 0-40°C
(T-T

Operating relative 35-85%
humidity (H-H)

Weight & dimensions

Width 106 mm
Depth 180 mm
Height 88 mm
Weight 4709
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Specifications are supplied by the manufacturer and may change without notice. Issued October 2026.
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Order or get advice
Speak to the BarcodeGenie team about compatible labels, ribbons and setup.

0113 487 7434
website@barcodegenie.co.uk
Scan to view this product online.
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