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Epson TM-H6000VI-102

Epson TM-H6000VI-102,5rl,Blk, PSU, EU

OVERVIEW

PRINT TECHNOLOGY
Thermal

RESOLUTION
180 x 180 DPI

PRINT SPEED
500 mm/sec

CONNECTIVITY
USB, Ethernet

PRINTER LANGUAGES
ESC/POS

OmniLink TM-H6000VI Multifunction POS Printer with Check Processing

KEY FEATURES

* Integrated point-of-sale printer: Capable of receipt printing, slip printing and cheque processing
* Boost efficiency: Fast prints speeds up to 500mm/s?, cheque processing and auto-cutter

* Flexible connectivity: Built-in USB and Ethernet in all models

* An investment for the future: ePOS-Print, ePOS-display and NFC
* Great value: Low total cost of ownership

TECHNICAL SPECIFICATIONS

Printing
Type POS printer
Print technology Thermal

Print speed

Maximum resolution

Performance

500 mm/sec

180 x 180 DPI

Built-in barcodes

Paper handling

AZTECCODE, CODABAR
(NW-7), Code 128 (A/B/C),
Code 39, Code 93, Data Matrix,
EAN13, EAN8, GS1 DataBar,
GS1-128, ITF, MaxiCode,
PDF417, UPC-A, UPC-E

Supported paper width
Printing media thickness

Maximum roll diameter

Ports & interfaces

79.5 mm
48 - 80
8.3 cm

Interface

0113 487 7434

USB 1.0, USB 2.0-A, RS-232,
Ethernet interface (100
Base-TX / 10 Base-T), Drawer
kick-out, Customer Display

website@barcodegenie.co.uk

Connectivity technology
USB port

USB connector

Serial interface

Serial interface type

Near Field Communication

(NFC)

Network

Wired & Wireless

Yes

USB Type-A / USB Type-B
Yes

RS-232

Yes

Ethernet LAN

Ethernet LAN data rates

Yes

10,100 Mbit/s

Wi-Fi No
Technical details

Windows operating Yes
systems supported

Linux operating systems Yes
supported

Product colour Black

Box contents
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Connector Cover, Power switch
cover, Ribbon cartridge (slip),
Roll paper, Setup guide
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Features

Page description ESC/POS
languages

Power

Power source type DC
Power consumption 26.6 W

(printing)

Operational conditi

ons

Storage temperature

Storage relative humi
(H-H)

Operating temperature

(T-T)

(T-T) -10-50°C
dity 10-90%

5-45°C

Order or get advice

Speak to the BarcodeGenie team about compatible labels, ribbons and setup.

0113 487 7434
website@barcod

egenie.co.uk

Scan to view this product online.

0113 487 7434

website@barcodegenie.co.uk

Operating relative 10 - 90%
humidity (H-H)

Weight & dimensions

Width 186 mm
Depth 278 mm
Height 181 mm
Package width 295 mm
Package depth 385 mm
Package height 295 mm
Package weight 6.07 kg
Weight 4.4 kg
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