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Epson TM-L100 (103A0)
Epson TM-L100 (103A0): USB, Ethernet, Serial, Linerfree, PS, UK, Black

PRINT TECHNOLOGY
Thermal line
RESOLUTION
203 x 203 DPI
PRINT SPEED
170 mm/sec
MAX PRINT WIDTH
8 cm
CONNECTIVITY
USB, Ethernet
PRINTER LANGUAGES
ESC/POS

OVERVIEW
170 mm/sec, 203 x 203 DPI, USB, Ethernet, Serial, Linerfree, PS, UK, Black, 140‎ x 149 x 207 mm, 1.9 kg

KEY FEATURES
•  Support for liner-free media: Improve productivity and reduce environmental impacts
•  Embedded ePOS capacities: Easily integrate with the current POS system
•  Silicon laminate surface: Improved cleanability + anti-sticking surface
•  Reliable hardware: Backed by Epson's proven service and support

TECHNICAL SPECIFICATIONS

Print quality

Maximum resolution 203 x 203 DPI

Maximum printing width 8 cm

Printing

Colour No

Print speed 170 mm/sec

Print technology Thermal line

Network

Ethernet LAN Yes

Ports & interfaces

Interface RS-232, Ethernet Interface
(1000 Base-T/ 100-Base TX/
10-Base-T), USB 2.0

USB 2.0 ports quantity 1

RS-232 ports 1

Connectivity technology Wired

USB port Yes

Paper handling

Supported paper width 79.5 mm

Maximum roll diameter 10.2 cm

Half-cutter Yes

Performance

Mean time between
failures (MTBF)

360000 h

Mean cycles between
failures (MCBF)

70000000

Page description
languages

ESC/POS

Cutter Yes

Design

Product colour Black, Grey

Power

Power source type AC

Technical details
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Power supply type PS-190

Country of origin Philippines

Box contents AC adapter, Main unit, Paper
roll spacer, Rubber feet, UK AC
cable, User manual

Operational conditions

Storage temperature (T-T) -10 - 50 °C

Storage relative humidity
(H-H)

10 - 90%

Operating temperature
(T-T)

5 - 50 °C

Operating relative
humidity (H-H)

10 - 90%

Weight & dimensions

Package width 195 mm

Package depth 250 mm

Package height 240 mm

Width 140 mm

Depth 149 mm

Height 207 mm

Weight 1.9 kg

Package weight 2.86 kg

Packaging content

Cables included AC

Order or get advice
Speak to the BarcodeGenie team about compatible labels, ribbons and setup.

0113 487 7434
website@barcodegenie.co.uk
Scan to view this product online.


